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*NOTE: | EXCAVATE AND BACKFILL WITH MARSH

TOPSOIL, FERTILIZE, SEED AND
MULCH ALL DISTURBED AREAS.

TYPICAL SECTION

MARSH RESTORATION ALONG SPIRIT FALLS AVENUE

STA. 10+15 - STA. 11+00

MATERIAL EXCAVATED ON THE PROJECT
TO EXISTING MARSH ELEVATION

ABUTMENT

PIPE UNDERDRAIN—"
6-INCH

SECTION A-A

SLOPE PIPE UNDERDRAIN, 6~INCH
0.05/FT., TO DRAIN

GRANULAR BACKFILL -~
GRADE 1 ;ﬁ
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DETAIL DRAWINGS

SPIRIT FALLS AVENUE LINCOLN COUNTY

CEOTEXTILE FABRIC
TYPE "DFY

GRANULAR BACKFILL
GRADE 1

~GEOTEXTILE FABRIC
TYPE "DF"

NOTE:

DISCHARGE SHALL HAVE RODENT PROTECTION
PROVIDED AS DIRECTED BY THE ENGINEER.
RODENT PROTECTION AND GRANULAR BACKFILL
ARE INCIDENTAL TO PIPEL UNDERDRAIN, 6-INCH,

PLAN VIEW

DETAIL FOR PIPE UNDERDRAIN AT AB

\WwABUTMENT

UTMENT

~DISCHARGE IN

HEAVY RIPRAP
(DIRECTION OPTIONAL)
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